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Professional Value™

For Commercial Straight Trucks and Vans

HS-300N (NEW PRODUCT)

e Heavy-Duty Construction

— Poly-Encapsulated Control Unit

— Extra Long Commercial-Duty Wiring
® Heavy-Duty Detector Mount

— Heavy-Duty Bracket
® Dual Detector Double Detection Field

e In-Cab Active Driver Alert

— Error Diagnostics

Ever since we started using the

Hindsight 20/20

we have seen a great drop in backing-up accidents, so we in
our company Reliant Energy HL& P have benefitted greatly
from this device. I do recommend it to anybody that has a
safety concern in mind when it comes to backing up

any vehicle from small truck to large heavy trucks.

Andres Montes, Schedule Planner

Reliant Energy HL&P —— X
Modular in Design

* For Technical Specifications Please See Reverse




Description Model HS-300N
Ultrasonic Frequency 40KHz
Ultrasonic Sensitivity —78dB

Rated Voltage DC 11V ~ 31V
Power Consumption 3W ¢
Operation Temperature -25~75
Detection Depth(Distance) 6 steps (1,2,3,4,5,9FT)
Area Width 9FT
Number of Detector 2
Beam Vertical 50°
Angle Horizontal 130 °
Detection Angle up 35° , down 15°
Warning Visual Char_LCD DISPLAY
Audio 4 tones
Zonel | Zone2 | Zone3 |Zone 4 | Zone 5
ALARM ZONE i oM 3 At | 5o
Display Cable ext. 26" X 1
Power Cable 15" X 1
Cable Length Detector Cable ext. 13" x 2
Display pigtail 495 x 1
Detector pigtail 1.65" x 2
Main C.B module assy 4509
Weight Display module assy 1509
Sensor module assy 4709
Cable ass'y 8709
Monitor module ass'y Plastic ( polycarbonate )
Material Detector module ass'y Plastic ( ABS )
Cable ass'y PVC
Module size 69.0 x 27.0 x 13.0
View area 452 x 13.8
Dot size 0.8 x 0.92
Sfeh;fri-cﬁi ] Dot Pitch 0.85 x 0.7
Character size 420 x 7.7
Character pitch 5.2
Display mode STN YELLO-GREEN, TRANSFLECTIVE
Self Diagnostics Yes
Function Waterproof Yes
Right or Left recognition Yes
Cabling Heavy Duty

OFT

(HS-300N)




